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16.0 Databanks

Pro-Designer supports up to four different databanks: the Designer databank, the User
databank, the Processes (Flowsheet) databank, and the DIPPR databank. Starting with
version 4.5, all databanks come in relational database format (Microsoft Access .mdb
format). The Designer and User databanks are installed automatically with the program
installation at default locations on the hard disk. They can be found in the ‘Dbases’
subfolder within the Pro-Designer installation folder. A demo version of the DIPPR
databank with only 5 components is also installed in the same directory. If the full
DIPPR databank is already available or becomes available after installation, it has to be
registered with Pro-Designer like the other two databanks as explained in section 16.1
in this chapter.

The Designer databank is maintained and constantly updated by our staff at Intelligen
but, unlike previous versions of Pro-Designer, it cannot be edited or modified by the
user. The User databank is an expandable user-maintained databank that allows users to
readily add and edit information for additional pure components, utilities, sites etc.
according to their needs. The DIPPR databank is a pure-component only databank
developed and maintained at Brigham Young University.

To avoid accidental corruption of their data, all databanks are password-protected. The
User databank password can be provided upon request to users who are interested in
expanding or modifying the databank from within Microsoft Access or would want to
access the data from other applications. For regular use, however, it is highly
recommended that the databanks be updated and maintained from the interfaces that
Pro-Designer provides and can be accessed through the Databanks menu.

16.1 Databank Registration

Upon installation, Pro-Designer automatically registers the databanks with the system
and makes them immediately available to the application. If the databanks are moved
to another location or their file name is modified or the password is changed or a
different databank is to be used, then you should inform the program accordingly. The
same applies for registering DIPPR with the program since, by default, DIPPR is not
assumed to be available. To do that, select Databanks / Availability, Passwords &
Locations... from the main menu and provide the new information in the dialog that
pops up (Figure 16.1). It is the responsibility of the users to make sure that the
password saved within Pro-Designer matches exactly the password of the
corresponding databank files. Otherwise, Pro-Designer will not be able to access those
databanks. By installation, the DIPPR databank is assumed to have no password
(password is an empty string). If this is not the case, the correct password can be
provided with the help of the Database Locations dialog.
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Figure 16.1: Dialog for editing the location and password of Pro-Designer and DIPPR
databanks.

In previous versions of Pro-Designer (versions earlier of 5.0), changes done in the
databanks did not have any effect in existing design cases. This is no longer the case
for design cases that have sections or resources allocated to databank sites and
resources (see section 16.13 for details). Therefore, when the databank file or location
is changed or the User databank becomes unavailable, the system checks consistency
between the currently open design cases and the new databanks to make sure all
allocated resources can be found there (mainly the User databank.) The same check is
done every time an old design case is opened. If inconsistencies are found (i.e.
allocated resources cannot be found in the databank) the user is warned that
dissociation of resources must occur to maintain compatibility between the open design
cases and the databanks. If that dissociation is undesirable, then it is strongly
recommended that the affected design cases be closed without saving and re-opened
only after the correct (compatible) databank is selected through the Databank Locations
dialog. Note that old-version design cases that were developed with pre-5.0 version of
Pro-Designer or new design cases that have no resources allocated to the databanks are
not affected in any way by changes in the databanks.
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16.2

Importing Data from Old-Version User Databanks

Although much less frequently than the program itself, Pro-Designer databanks might
also come in different versions. The latest version of Pro-Designer always supports the
latest databank version only and that means that older version databanks cannot be
used. This poses no problem for the Designer and the DIPPR databanks that are not
editable by the user and are always backward compatible, i.e., the newer versions will
always subsume older ones and therefore they can safely substitute them. Databank
versioning, however, could be problematic for the User databank. In order to continue
being able to use within Pro-Designer data that exist in older User databanks, you have
to explicitly import them to the latest version databank. To do this you must use the
dialog (shown in Fig. 16.2) that comes up when you select the Databanks / Import
Data ... menu option.

Bl Import Database Data X

Destination DB User DB

Source DB

Location IF:\Dbases'\PDUser.vEJ ik

Fassword... |

Data to Import...

R Suee Dommonzns ¥ Heat Transfer Agents
% Stock Mixures X Labor

% Canstruction Materials % Cansumahles

¥ Equipment Wariahles ¥ Currencies

Impor Data Cancel Help |

Figure 16.2: Dialog for importing data to new-version User databank

In this dialog you will have to provide the location of the old databank and its
password. If the password has not been changed or is not known, you can use the Use
default (system) password option in the Databank Password dialog to avoid having
to provide a password. In that case, the program will try to open the old databank with
the default password. After defining what types of data you would like to import, click
on the Import Data button to initiate the transfer process. Note that stock mixture data
cannot be transferred unless the pure components are transferred as well. When the
transfer is complete, the data from the old-version databank will be available inside the
new-version User databank. Please note that data importing is a very sensitive process
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that could fail if it creates conflicts within the databank, e.g. if it attempts to import a
component that already exists in the new databank. Users are warned for such conflicts
and if the number of failures exceeds a limit, the transfer process is aborted. Therefore,
it is highly recommended that this process be activated when the new-version databank
is still empty (as it is the case right after installation of the new version.)

16.3 Pure Component Databank

Chemical components are used to represent the flow and composition of material in
streams. They are also used as ingredients in stock mixtures (see section 16.4.) The
Designer databank includes approximately 530 components and is continuously
updated by our staff. Pro-Designer also supports the DIPPR pure component databank
in its relational database format developed and maintained at Brigham Young
University. The DIPPR databank contains over 1600 pure components along with their
physical and thermodynamic properties compiled from the technical literature.
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Figure 16.3: The pure component databank dialog.

To access the component databanks, use the Databanks / Pure Components... menu
item from the main menu (or hit F2 as a shortcut.) In the dialog that comes up (shown
in Fig. 16.3), depending on what databank you choose to browse, you will be able to
view the properties of a databank component, add a new one, delete or edit an old
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component. To view or edit a pure component, first select it from the table (by clicking
on the button at the beginning of that component’s row, i.e. its index column) and then
press the Properties... button. Alternatively, you can double-click on the component’s
index column. In Chapter 3 you can find a description and explanation of all data
registered for a pure component in the databank. Note that changes made in the
component databanks do not affect existing design cases.

16.4 Stock Mixture Databank

Stock mixtures facilitate initialization of feed streams in cases where certain raw
materials (e.g., buffers, acid solutions, base solutions, etc.) are utilized as mixtures.
The Designer databank includes approximately 40 mixtures.
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Figure 16.4: The stock mixture databank dialog.

To access the stock mixture databanks, use the Databanks / Stock Mixtures... menu
item from the main menu (or hit Shift+F2 as a shortcut.) In the dialog that comes up
(shown in Fig. 16.4), depending on what databank you choose to browse, you will be
able to view the properties of a databank stock mixture, add a new one, delete or edit an
old one. To view or edit a mixture, first select it from the table (by clicking on its index
column) and then press the Properties... button. Alternatively, you can double-click on
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the mixture’s index column. In Chapter 3 you can find a description and explanation of
all data registered for a stock mixture in the databank. Note that changes made in the
stock mixture databanks do not affect existing design cases.

Heat Transfer Agent Databank

Heat transfer agents are used by Pro-Designer in operations that involve heat exchange

between the material being processed and its environment. The Designer databank

maintains a (currently limited) list of heat transfer agents. To access the heat transfer
agent databanks, use the Databanks/Heat Transfer Agents... menu item from the main
menu (or hit F3 as a shortcut.) The following dialog (Figure 16.5) appears:

: Heat Transfer Agent Databank

[ratabank I Degigner  [read-only] |$I

. Temp. In | Temp. Out | Mazz To Energy Price

7 7
Agent Mame Heating*? | Storable? T (T Factor (kealfkg) | (841000 kgl
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4 Freon I~ x -4.00 -3.00 35 0000 015
5 Glpzol = IEq -10.00 0.00 5.5000 035
B taCl Brine = IEq -10.00 0.00 8.0000 025
7 Steam x r 152.00 152.00 487 0000 420
g Steam [High P] IEq r 242.00 24200 4140000 770
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Figure 16.5: The heat transfer agent databank dialog.

In the User databank, you can extend the list of available agents by clicking on the Add
Agent... button and filling in the information requested about the new agent.
Essentially, you have to provide a name by which the system will refer to the agent,

declare whether the agent will be used for heating or cooling tasks and if the agent is

storable, specify the temperature at which the agent is available from the utilities

support plant and the temperature at which it should be returned to the utilities plant.
Finally, you should also provide an estimate for the cost that will be charged to your

design case for the use of the agent in ¢/1000 kg used. Changes made in the heat

transfer agent databank do not affect existing design cases or other parts of the
databank even if the edited heat transfer agents are used as the basis for utilities
declared in a site (see section 16.15 for details). Note, however, that you will not be
able to delete from the User databank heat transfer agents used as site utilities; the site

utilities will have to be removed first.
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16.6 Labor Databank

Operations and sections in design cases can require the use of different labor types or

staff to accomplish process-related and other tasks. The Designer databank maintains a
short list of labor types that can be expanded by the user in the User databank. To
access the labor databanks, use the Databanks/Labor... menu item from the main menu
(or hit Shift+F3 as a shortcut.) The following dialog (Figure 16.6) appears:

RS Designer  [read-only]
Labar Baszic Rate Fringe Benefits Supervision Oper. Supplies Administration | Lumped Fate
[$/hr] Factor Cost Factar Cozt Factar Cost Factar [F4hr]
1 3000 0.40 020 1o 0.60 50.00
2| Supervizor 50.00 0.70 0.0o 0.0a 0.40 100,00
Add Labar.. [elete [Lator |

Done |

Help |

Figure 16.6: The labor databank dialog.

In the User databank, you can insert new labor types by clicking on the Add Labor...
button and filling in the information requested about the new type. Essentially, you
have to provide a name by which the system will refer to the labor type and a list of
economic data that are used to calculate the labor cost. These data include a basic rate
(in $/hr) along with benefits, supervision, operating supplies and administration factors,
or a comprehensive lumped rate (in $/hr). The selection of what option (itemized or
lumped) to use is done at the section level of every design case so it is recommended
that meaningful values be provided for all cost data.

Changes made in the labor databank do not affect existing design cases or other parts of
the databank even if the edited labor types are used as the basis for declaring site labor
or staff (see section 16.15 for details). Note, however, that you will not be able to delete
from the User databank labor types used as site labor; the site labor will have to be

removed first.

16.7 Consumables Databank

Several equipment require usage of a consumable (i.e. disposable container, test tube,
membrane etc.). The Designer databank maintains a list of consumable types
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(categories) and consumables that are required by the different equipment in the
program. There is at least one consumable registered for each consumable type. To
access the construction material databanks, use the Databanks/Consumables menu
item from the main menu. The following dialog (Figure 16.7) appears:

Il Consumables Databank il

Eg All Consumable Types Elg BGH Collection Bag

B2 Cotion Bag

""" L ¥ 5 GH Collection B ag
ﬂ Dacron Bag
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..... e Resin m Pg|yprgpy|ene Elag
----- € RollerBottle
----- & Shake Flask
----- & T-Flask
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| oK | Cancel | Help |

Figure 16.7: The consumables databank dialog

By right clicking on any consumable type on the left pane, the consumable type is
selected and a list showing all consumables that belong to that type is shown on the
right pane. In the User databank you can add/delete consumable types and specific
consumables:

=

=

To add a consumable type right-click on the All Consumable Types node at the
top of the tree and from the pop-up menu select the Add Consumable Type.

To edit a consumable type right click on the consumable type on the left pane and
from the pop-menu select the Edit Consumable Type.

To delete a consumable type right click on the consumable type on the left pane
and from the pop-menu select the Remove Consumable Type option.

To add a consumable right click on the consumable type (either on the left or right
pane) and from the pop-menu select the Add Consumable.

To edit a consumable right click on the consumable type on the left pane and
select the consumable type. The list of consumables is shown on the right pane.
Right click on the consumable to be edited and select the Edit Consumable.
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= To delete a consumable right click on the consumable type on the left pane and
select the consumable type. The list of consumables is shown on the right pane.

Right click on the consumable to be removed and select the Remove Consumable
option.

16.8 Construction Materials Databank

Materials of construction are used by Pro-Designer as part of the definition of
equipment in design cases or the databank. For equipment whose purchase cost is
estimated using the built-in model, the corresponding material factor is used to scale
the cost calculated for the default material. The Designer databank maintains a
(currently limited) list of construction materials and provides material factor values for
some equipment types. To access the construction material databanks, use the
Databanks/Equipment Materials... menu item from the main menu (or hit Ctrl+F3 as
a shortcut.) The following dialog (Figure 16.8) appears:

x
BEELE A D ezigner  [read-ornly]
E quipment: I Stirred Reactaor j
bd aterial M ame bd aterial Factor

1 0.40
| 2] Glazz-Lined 1.30
| 3 Haztellop 200
| 4 55304 080
| 5 55316 1.00
| 6 Titarium .00

Add aternial... | [ elete i aterial |
Done | Help |

Figure 16.8: The construction material databank dialog.

In the User databank, you can extend the list of available materials by clicking on the
Add Material... button and filling in the material factors for all equipment types for
which that material will be available. A material factor value of —1 (or any non-positive
value) signifies that that material is not available for the construction of equipment of
the corresponding type. Changes made in the construction material databank do not
affect existing design cases or other parts of the databank even if the edited materials
are used for site or vendor equipment (see sections 16.10 and 16.11 for details). Note,
however, that you will not be able to delete from the User databank materials used for
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the construction of site or vendor equipment; the equipment will have to be removed
first.

Currencies Databank

The Currencies databank belongs to the User databank and it contains user-defined
currencies and their exchange rate to the US dollar. The economic calculations and
reporting can be performed in the currency selected by the user. To access the
currencies databank, use the Databanks/Currencies... menu item from the main menu
(or hit Ctrl+F4 as a shortcut.) The following dialog (Figure 16.9) appears:

Bl Currencies Databank il
Currency' I Syrmbol I Exch. Rate to LIS$ I
Add Currency.. | Delete Curten ey, |
Ok | Cancel | Help |

Figure 16.9: The currencies databank dialog.

You can add a new currency to the User databank by clicking on the “Add Currency”
button. To edit the properties of a registered currency select the currency and change its
symbol or its exchange rate.

16.10 Equipment in Sites Databank

Flowsheet equipment in design cases can be allocated to site equipment to denote that
existing equipment are to be used to carry out a series of process tasks. The User
databank lets you declare existing equipment in sites and subsequently use them in
design cases. A site equipment table does not exist in the Designer databank.

To access the site equipment databank and add or modify site equipment, use the
Databanks/Equipment/in Sites... menu item from the main menu (or hit F4 as a
shortcut.) For a populated User databank, the site equipment dialog will look similar to
the one shown in Fig. 16.10.
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Figure 16.10: The site equipment databank dialog.

Through this dialog, you can view site equipment of any type that exists in any site.
The displayed equipment can be sorted by name, site, type or size. For same-type
equipment, the Apply Filter... button can be used to screen and display equipment that
satisfy certain specification. You can extend the list of site equipment by clicking on
the Add New... button. In that case, the new equipment definition (Fig. 16.11) dialog
appears. You have to provide a name for the new site equipment, its type and the site
where it belongs. Its data can be initialized to default values, borrowed from those of
an existing site equipment or set according to vendor equipment (see section 16.11 for
details).
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Figure 16.11: The new site equipment dialog.

To edit the properties of a site equipment you have to click on its index column on the
table to select it and then click on the Edit... button, or alternatively, double-click on its
index column. The dialog that comes up organizes the equipment data in four tabs.

The Specs Tab, shown in Fig. 16.12, displays at the top the name, type, material of
construction, the vendor equipment (if any) according to which it was constructed and
(optionally) the vendor name. The table shown in the middle of the page shows all
basic specifications of the equipment. By selecting each one of these entries you can
see and edit the value for every specification on the Value pane just right to the table.
Note that specifications for equipment built according to vendor equipment are not
editable. To edit these values you will have to edit the vendor equipment itself as
described in section 16.11. The bottom part of the tab is reserved for comments or
notes regarding the use, status etc. of that equipment.
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Figure 16.12: The Specs tab of the Equipment Data dialog.

The Cost Data Tab displays the purchase cost of the equipment, they year it was
purchased, and various capital cost and operating cost factors to be used in economic
calculations for flowsheet equipment allocated to it.

The Extra Specs Tab, shown in Fig. 16.13, allows the declaration of specifications
that are unique for the edited equipment and do not belong to its basic description (not
present in the Specs Tab.) Through this tab, you can add a new specification in the
dialog that pops up when you press the Add New Spec... button. For a specification
to be included for this equipment it has first to be declared as a specification variable in
the corresponding databank (see section 16.14 for details.) EXxisting specifications can
be deleted or edited the same way that the basic specifications are edited in the Specs
Tab.
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Figure 16.13: The Extra Specs Tab of the Equipment Data dialog.

Finally, the Picture Tab allows you to define the path of a bitmap file where a picture
of the site equipment can be found. The databank stores the path of the bitmap file and
not the file itself so if that file is moved or deleted you have to make sure that the
database stored information is up-to-date.

Changes made in the site equipment databank affect existing design cases (open or
closed at the time of modification) that contain flowsheet equipment allocated to the
edited site equipment. Pro-Designer requires that opened design cases are consistent
with the currently available databanks. Therefore, all changes done in the site
equipment databank will automatically be propagated to affected flowsheet equipment
or the equipment would become unallocated. Such changes could affect both material
balances as well as economic results so re-solving might be needed for all affected
design cases.

16.11 Vendor Equipment Databank

Both the Designer and User databanks come equipped with a table where users can
declare equipment available from vendors or manufacturers. Unlike site equipment,
vendor equipment are not assumed to exist; they just represent a set of specifications
according to which actual equipment can be manufactured. Flowsheet equipment in
design cases can have their data set according to some vendor equipment; this signifies
the intention to buy certain equipment with given specs for the needs of the modeled
process.
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To access the vendor equipment databanks and add or modify vendor equipment, use
the Databanks/Equipment/from Vendors... menu item from the main menu (or hit
Shift+F4 as a shortcut.) The following dialog (Figure 16.14) appears:
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Component Splitker
Dizcrete Splither
Diaphragm Pump
Diaphragm Pump

Wolume 20,000 m3
Wolume 25.000 m3
Wolume 25.000 m3
Wolume 12560 m3

5

Total Clath Area 3141.593 m

Yolume 40.000 ma

Fated Throughput 123.000
Rated Throughput 25.000 p

Power 50000 W attz
Power 125000 ' attz

Fluid Bed Diyer Diyer Yolume 0,393 ma
Gear Pump Power 26000 attz ;I
AddNew.| Delere | Edi. | SavetoDB|

Help |

Figure 16.14: The vendor equipment databank dialog.

The layout and functionality of this dialog is similar to the Site Equipment dialog (see
section 16.10) except that there is no site information here. A new vendor equipment
can be initialized with either default data or borrow its data from another vendor
equipment of the same type. You can view (in the Designer databank) or edit (in the
User databank) vendor equipment by first selecting it and then clicking the View... or
Edit... button or double-clicking on its table index column. The vendor equipment data
dialog that pops up has five tabs.

The Specs Tab is almost identical to the corresponding tab for site equipment. The
only difference is that here you can define a manufacturer and a manufacturer product
ID. The manufacturer can be selected from the list of registered manufacturers in the
databank (see section 16.12 for details) or a new manufacturer can be declared on the
fly by just typing its name in the corresponding box.

The Cost Data Tab displays the purchase cost of the equipment and a reference year
for it. To account for variations in the equipment’s instrumentation or purchase
options, the purchase cost includes a low-end, a nominal and a high-end value.
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The Vendors Tab tabulates vendors that sell this equipment along with vendor
specific information (vendor product ID and selling prices.) As for the manufacturers,
a new vendor can be created on the fly through this tab or an already registered vendor
can be selected (see section 16.12 for details.)

The Extra Specs and Picture Tabs are identical to those of the site equipment as
described in section 16.10.

Changes made in the vendor equipment databank affect existing design cases (open or
closed at the time of modification) that contain flowsheet equipment whose data are set
to match those of the edited vendor equipment. As with site equipment, consistency of
open design cases with the available databanks is always enforced. Modifications in
the vendor equipment databank can also affect the site equipment databank if there are
site equipment constructed based on edited or deleted vendor equipment. Those
changes will be propagated to the affected site equipment.

16.12 Vendor/Manufacturer Databank

Both the Designer and User databanks come equipped with a table where users can
declare equipment vendors and manufacturers. To access the vendor/manufacturer
equipment databanks, use the Databanks/Equipment/Vendors/Manufacturers...
menu item from the main menu (or hit F5 as a shortcut.) The following dialog (Figure
16.15) appears:

i Equipment ¥Yendor /Manufacturer Databank ﬂ

I D atabank:
M ame Type

[ 1 Advanced Machinem Lid E quiprnent M anufacturer M endaor
| 2 De Dietrich E quiprnent b anufacturer

il Dauglas E quiprnent M anufacturer M endaor
Kl Enwironmental Equip. ne. E quiprnent M anufacturer M endaor
[ 5 LL Manufacturing, Co. E quiprnent b anufacturer

| £ Rath Bros E quiprnent M anufacturer M endaor
| 7 Steel & Co. E quiprnent M anufacturer M endaor

pddNew..| Bemove | Edi |

k. I Cancel Help |

Figure 16.15: The equipment vendor/manufacturer databank dialog.
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By pressing the Add New... button in the User databank you can declare a new
equipment supplier. From the Type column of the table you can choose to set the type
of the selected supplier to Vendor only, Manufacturer Only or Vendor/Manufacturer
(the default option.) You can view (in the Designer databank) or edit (in the User
databank) a vendor/manufacturer by selecting it and clicking the View... or Edit...
button or double-clicking on its table index column. The vendor/manufacturer data
dialog that pops up has (maximum) three tabs.

The Identification Tab displays identification information about the
vendor/manufacturer such as the company name, location, contact person information
etc.

The Equipment Supplied Tab lists the vendor equipment that the vendor or
vendor/manufacturer sells along with vendor-specific data such as vendor product IDs,
selling prices etc. You can add new equipment in that list by clicking on the Add...
button and selecting from the list of already declared vendor equipment. For
convenience there is an Equipment Data... button that lets you see (but not modify)
the properties of listed equipment. This tab is not available for equipment suppliers
denoted as Manufacturer Only.

The Equipment Manufactured Tab tabulates equipment manufactured by the
edited vendor/manufacturer. New equipment for the manufacturer can be declared by
pressing the Add... button. For convenience there is an Equipment Data... button that
lets you see (but not modify) the properties of listed equipment. This tab is not
available for equipment suppliers denoted as Vendor Only.

If a vendor/manufacturer is removed from the databank, then all its manufactured
equipment will also be removed unless there are affected site equipment. In that sense,
deletion of manufacturers could affect design cases that contain equipment attached to
equipment they manufacture. This is not the case for vendors since when a vendor is
removed from the databank or its list of supplied equipment changes, the affected
vendor equipment will not be removed from the databank.

16.13 Equipment Type Databank

The Designer databank contains a hierarchical list of all equipment types used in Pro-
Designer. For every equipment type, the Designer databank holds a list of
specifications that are necessary for the characterization of equipment inside a design
case and match exactly the properties of that equipment in Rating Mode. The User
databank has a similar table where user-defined specifications per equipment type can
be deposited. To view and edit the list of specifications for every equipment type, use
the Databanks/Equipment/Types... menu item from the main menu (or hit F6 as a
shortcut.) The following dialog (Figure 16.16) appears:
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! Equipment Types x|
P Tumble Miser Elﬁ Al Specs
Elv&;, Phaze Change Units EI'Q Required Specs
----- Condenser Design Pressure
----- Cryztallizer Fractionation Column Attached?
----- Evaporator Height/Diameter
[—:Iv&;, Reactors & Fermentors | 8 e |z ASME Veszel?
----- Air-Lift Fermentor Mumber of Fract. Column Trays
----- Fermnentaor Yalume
----- Plug Flow Reactor EI'Q Uzer-Defined Specs
----- Seed Fermentor Heat Transfer Area
----- Shirred Reactor -l Wessel clagsification
= Sedimentation

----- Clarifigr

----- Decanter Tank,
----- Flatation Tank,
----- IP Clarifier

----- il Separator
----- Thickener

[—:Iv&;, Size Aeduction
----- Grinder

----- Shredder
El@ Storage
EI'@ Liquids

¢ Blending Tank
~1#¢ Flat Bottomn Tark -
1 - ILIJ

| | [ I Cancel Help

Figure 16.16: The equipment type databank dialog.

On the left-hand-side pane you can view all Pro-Designer equipment types organized
hierarchically in groups (Filters, Vessels/Reactors etc.) On the right-hand-side pane
you can inspect the list of required specifications for every equipment type and the list
of user-defined specifications. The former list includes all specifications that Pro-
Designer needs to know about a piece of equipment so that all calculations are done
properly. This list is not editable. You can right-click on the User-Defined Specs
branch of the tree to add a new specification from the list of available variables or
create a new. You can right-click on any particular specification to view (for Required
Specs) or edit (for User-Defined Specs) its properties as they apply to the selected
equipment type. Since the same specification can be shared by different equipment
types, variable editing at this level is limited only to the default values that are
applicable to the selected equipment type. For a more detailed explanation of the
specification variables, see section 16.14. Upon closing this dialog by clicking OK, the
new list of user-defined variables for the edited equipment types will be propagated to
all databank site and vendor equipment of the same type. So, if a specification is
removed from an equipment type it will be removed from all site and vendor equipment
of this type. It is therefore highly recommended that you use extreme caution when
editing the specifications for every equipment type. Changes affecting databank site
and vendor equipment, in turn, affect design cases that use them, so again, Pro-
Designer will make sure that opened design cases are consistent with the currently
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available databank even if that enforces dissociation of flowsheet equipment from their
databank counterparts.

16.14 Specification Variable Databank

In Pro-Designer, all equipment (whether in a design case or the databank) are
characterized by a set of specification variables. The Designer databank contains
specification variables that are needed for the basic characterization of all equipment
types. In the User databank, you can store in a similar table additional specification
variables that could become part of the basic description for some equipment type (see
section 16.13) or used as extra variables for the description of a particular site or
vendor equipment (see sections 16.10 and 16.11.)

To access the specification variable databank use the
Databanks/Equipment/Specification Variables... menu item from the main menu (or
hit Shift+F6 as a shortcut.) The following dialog (Figure 16.17) appears:

x
[ratabank, I Dezigner  [read-only] |$I
M armne I Default Y alue ﬂ
1 | Are Compartments Along Length? Falze
? Bag Diameter 0200 m
? Bag Howze Filker Cleaning Type Shaking
Bag Length 2500 m
5 | Bed Height 0250 m
? Bed Height to Diameter B atio 0.000
7| Belt Length 100,000 m ~

[Hew.. [Nelete | Wi, |
Dane | Help |

Figure 16.17: The equipment specification variable databank dialog.

By pressing the New ... button in the User databank you can declare a new variable.
You can view (in the Designer databank) or edit (in the User databank) a variable by
selecting it and clicking the View... or Edit... button or double-clicking on its table
index column. The variable definition dialog that pops up is shown in Fig. 16-18.
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: Edit Yariable X|

Mame |%olume

Type Walues

QO Mumerical UnltSImE # of decimals |3
Drefault

! Range 1

) Boolean
Yalue Range

T (% Has mnmum?; [0

) Selection [T Has masimum? ID—

Comments

=)
[

k. I Cancel Help |

Figure 16.18: The variable definition dialog.

What needs to be defined in this dialog is a unique name for the variable, its type, its
default value and optionally comments or notes on what it represents or where it is
used. A variable can be one of the following five types: numerical, range, Boolean, text
or selection. An example of a range variable is the operating temperature range, for
example 200-500K. For a numerical or range variables, you need to define its default
value(s), the corresponding units (if any), the number of decimal values that will be
used when setting or displaying this variable and (optionally) its minimum or
maximum value. A boolean variable can only take two values: true or false. A text
variable can take any string value up to 32 characters long. A selection variable has a
list of options from which a value can be chosen; for example a “‘color’ variable can
have green, blue, red as options.

Note that for a user-defined variable that is already used by databank equipment you
will not be able to change its type or delete from the User databank. You will have first
to remove it from the specification list of all equipment and then change its type or
delete it. Any other change in the specification variable databank will have no effect in
existing design cases.
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16.15 Site Databank

Pro-Designer lets you define in the User databank existing physical sites and facilities
along with their equipment and resources that can then be mapped to sections in your
design cases. The allocation process allows you to declare that a given procedure is to
be carried out in a piece of equipment as exists in the databank and will also use the
corresponding site resources. For obvious reasons, such a table does not exist in the
Designer databank and the provided User site databank comes empty. To access the site
databank use the Databanks/Sites and Resources... menu item from the main menu
(or hit F8 as a shortcut.) The dialog for a populated site databank will look similar to
the one shown in Fig. 16.19.

i 5ites & Resources Databank

=& Al Sites = NMJA01-B-Floor2
$ ChemnT ech EQ Equiprient
|_:_|$ EastMd 1 i i 8 Copy CSTR-221
Elﬁ Bidgzs | e 8 DSpliter-222
@ Floort 0 e g Exr-000
$ Floor 2 1 i i 8 GearPump-000
ﬁ Floars 1 i i 8 KLI-439524
----- ﬁ Health Care - Europe - LabelABC
|:_:|$ MatthMJ 1 i i g NUT-00
g NMam b e B RE00()
$ WMJ0 b 8 SlidgeDmer
@@ NName e g 003
B NNJAMBFloon ] B V0Onlegs-555
_ 1N -107-B-Floor? =% Labor
Eﬁ RMJ-102 Eiﬁ Operator
$ M- 022 o B John &,
g NNJD2E =% Utilities
..... $ S auth MJ T Heat
..... $ Wwiest MJ -2 Heating 107
. E1 NaClBrine
| (0] 4 I Cancel Help

Figure 16.19: The site databank dialog.

On the left-hand-side pane of this dialog you see all declared sites organized in a
hierarchical tree. The right-hand-side pane displays the resources of the selected site
organized in three groups: Equipment, Labor and Utilities. The following paragraphs
explain how you can add, delete or edit sites and their resources in the site databank.
As a general rule all these actions are menu activated. To activate these context-
specific menus right-click on the item of interest as explained in detail below.
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=> To introduce a new top-level site...

Right-click on the All Sites tree node at the top of the sites tree and from the menu that
pops-up select the Add New Site... item.

To introduce a new child site...

Right-click on the parent site and from the menu that pops-up select the Add Child
Site... item.

To edit site data...

Right-click on the desired site (either on the site or the resource tree) and from the
menu that pops-up select the Edit Site... item. The dialog that comes up contains four
tabs.

The Identification Tab displays identification information about the site such as the
name, location, contact person information etc.

The Capital Investment and Operating Cost Tabs contain a series of economic
data pertaining to this site. When a section in a design case is allocated to a databank
site you have the option to use the site’s economic data or overwrite them at the section
level. You can find an explanation of all data displayed on these tabs in Chapter 8.

The Picture Tab lets you to define the path of a bitmap file where a picture of the site
can be found. The databank stores the path of the bitmap file and not the file itself so if
that file is moved or deleted you have to make sure that the database stored information
is up-to-date.

To add equipment to a site...

After selecting the desired site from the site tree, right-click on the Equipment node in
the resource tree and from the menu that pops-up select the Add Equipment... item.
The process of adding new equipment is identical to that described in section 16.10
through the site equipment databank.

To edit site equipment data...

After selecting the desired site from the site tree, right-click on the desired equipment
in the resource tree and from the menu that pops-up select the Edit Equipment Data...
item. The process of editing equipment data is identical to that described in section
16.10 through the site equipment databank.

To add a new site labor type...

After selecting the desired site from the site tree, right-click on the Labor node in the
resource tree and from the menu that pops-up select the Add Labor... item. You will
be presented with the dialog shown in Fig. 16.20.
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x

All Labar Types: Site Labar:
Janitar O perator
tanager Superizar
Operator

SecretarE
Add »» |

View.. | Mew. | Llnu:Iu:-Au:Idl
k. I Cancel | Help |

Figure 16.20: Dialog for adding a new site labor type.

The left-hand-side list in this dialog contains all generic labor types as declared in the
Designer and User databank. The right-hand-side list contains the ones defined for the
edited site. You can use the Add >> button to add a new labor type in the site or the
New... button to introduce a new labor type in the User databank and then add it to the
site list.

To edit site labor data...

After selecting the desired site from the site tree, right-click on the desired labor type in
the resource tree and from the menu that pops-up select the Edit Labor Data... item. A
description of the dialog that comes up and the data it contains is given in Chapter 7.

To add new site staff...

After selecting the desired site from the site tree, right-click on the desired labor type
where the new staff will belong and from the menu that pops-up select the Add Staff...
item. A description of the dialog that comes up and the data it contains is given in
Chapter 7.

To edit staff data...

After selecting the desired site from the site tree, right-click on the desired staff and
from the menu that pops-up select the Edit Staff Data... item. A description of the
dialog that comes up and the data it contains is given in Chapter 7.
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=> To add a new site utility...

After selecting the desired site from the site tree, right-click on the Utilities node in the
resource tree and from the menu that pops-up select the Add Utility... item. You will
be presented with the dialog shown in Fig. 16.21.

x|

Al LIkilites: Site Utilities:

CaCl2 Brine | Freon

Chilled ' ater High-P Steam
Cooling 101 J MaCl Brine
Coaling Y ater

E wta-cool water
Freon Add » |

Glycol
Heat-+

Heatini'll:l'l 'I
view.. | New. | Unu:lu:nf-'«ddl

0k, I Cancel | Help |

Figure 16.21: Dialog for adding a new site utility.

The left-hand-side list in this dialog contains all generic heat transfer agents as declared
in the Designer and User databank. The right-hand-side list contains the ones defined
for the edited site. You can use the Add >> button to add a new utility in the site or the
New... button to introduce a new utility in the User databank and then add it to the site
list.

To edit utility data...

After selecting the desired site from the site tree, right-click on the desired utility in the
resource tree and from the menu that pops-up select the Edit Utility Data... item. A
description of the dialog that comes up and the data it contains is given in Chapter 7.

Changes made in the site databank affect existing design cases (opened or closed at the
time of the modification) that contain sections allocated to the edited sites. Pro-
Designer requires that open design cases are consistent with the currently available
databanks. Therefore, all changes done in the site databank will automatically be
propagated to open design cases even if de-allocation is needed to maintain
consistency. Resources that can no longer be found in the site databank will be
substituted with generic resources. Such changes could affect both material balances as
well as economic results so re-solving might be needed for all affected design cases.
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16.16 Processes Databank

Pro-Designer has a Process Databank where different users can deposit the design cases
they develop. This databank can serve as a reference point for multiple user facility.

You can set your user name for the application by selecting File/ Application Settings
from the main menu.

To view the design cases registered in the Process Database select Databanks /
Processes / View from the main menu. You will be presented with the dialog shown in
Figure 16.22. Selecting a process on the left hand side (i.e. click on Bgal5_5b) the
information relevant to that design case is displayed on the right hand side.

Process DB: View Contents

Process Name

Balb_bb
SPhi5_ke

oK |

Testlser 1
TestUser?

Test User 1
TestUser?

Help |

Frocess Name
Created by
Created on

Last Modified by
Last Modified an
SuperPro File
Main Product
hain Prod. Bate

Description

Keywords

BGal5_5h

[Test User1

[Test User

|E|3,-"23,-"E|4 09:47:00

|F'\DesignCases\BGaI5_5b spf

E-Gal

84,858 kg/batch

Production of b-Galactosidase

Update Description & Keywords I

Auto-Update [V

Figure 16.22: Dialog for viewing the registered processes.

You can search among the different processes registered in the database if you select
Databanks / Processes / Search from the main menu. You will be presented with the
dialog shown in Figure 16.23. You can select if you want all processes to be displayed, or
you can search the registered processes by process name, user (author), process product,

or keywords.
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Process DB: Search

—Search Criteria
[ Mane (Show All Frocesses)

—Use The Following Criteria ( 'AND'ed Together)

[ Main Product Rate Is |= g IU ko fbatch orkg/fh (cont. flow) or [items]fbatch or [items]fh (discrete flow)

[~ Process Name Is Any Of [~ oditied by Any OF [~ Main Productls Any Of [ Keywords Match Any Of
BGals_bh Charles Silett B-Gal
BGalspacked TestUser1 Final Praduct
Shared DryerA TestUser? Six Bottle Box (in Packged Pro
SFhrE_be Testser

i Search Results

Delete fram Datahase |

Process Name Product BatchSize I Author Modified b | On | SuperPra file

BGals_5b B-Gal §4.86 kg/batch TestUser1 TestlUser1 03/23/04 09:47:00 F4DesignCasesBGal
SPhrb_ke Final Product 246.05 kg/batch TestUser? Testlser? 03/23/0410:29:00 F4DesignCases SFhr!
L I 2

OK

Help |

Figure 16.23: Dialog for searching the registered processes.

Finally if you are working on a design case that you want to deposit on the processes
databank select Databanks / Processes / Export Current Process from the main menu.

You will be presented with the dialog shown in Figure 16.24.
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Exporting process data of ‘SPhr5_5e’ to Process DB... ll

Recipe MName |8Phr5_59 Omit Unscheduled tems [

User Marme ITeStUser2

SuperPro File |F:\DesignCases\SPhrE_Se.spf

Madified by [TestUser2

on  [03/23/0410:29:00

kain Product |Fina| Product

Batch Size [£46.04938161 kg /batch

Description |Froduction of a synthetic pharm. intermediate Keywords

Cancel | Help |

Figure 16.24: Dialog for exporting (registering) the current design case.

GO TO TOP LEVEL CONTENTS




	16.0    Databanks
	16.1    Databank Registration
	16.2    Importing Data from Old-Version User Databanks
	16.3    Pure Component Databank
	16.4    Stock Mixture Databank
	16.5    Heat Transfer Agent Databank
	16.6    Labor Databank
	16.7    Consumables Databank
	16.8    Construction Materials Databank
	16.9    Currencies Databank
	16.10  Equipment in Sites Databank
	16.11  Vendor Equipment Databank
	16.12  Vendor/Manufacturer Databank
	16.13  Equipment Type Databank
	16.14  Specification Variable Databank
	16.15  Site Databank
	16.16  Processes Databank
	GO TO TOP LEVEL CONTENTS

